PUBLIC NOTICE

FEDERAL COMMUNICATIONS COMMISSION
445 12th STREET S.W.
WASHINGTON D.C. 20554

News media information 202-418-0500
Internet: http://www.fcc.gov (or ftp.fcc.gov)
TTY (202) 418-2555

Report No. SES-01974 Wednesday July 19, 2017

Satellite Communications Services

re: Satellite Radio Applications Accepted For Filing

The applications listed herein have been found, upon initial review, to be acceptable for filing. The Commission reserves
the right to return any of the applications if, upon further examination, it is determined they are defective and not in
conformance with the Commission's Rules and Regulations and its Policies. Final action will not be taken on any of
these applications earlier than 30 days following the date of this notice. 47 U.S.C. § 309(b). All applications accepted
for filing will be assigned call signs, or other unique station identifiers. However, these assignments are for
administrative purposes only and do not in any way prejudice Commission action.

SES-MFS-20170626-00677 E E070273 EchoStar Operating L.L.C.

Modification
Class of Station: Fixed Earth Stations
Nature of Service: Fixed Satellite Service, Other

EchoStar Operating L.L.C. requests modification of its fixed earth station in Quicksburg, VA to provide telemetry tracking and command
(TT&C) functions to the EchoStar 12 (S2653) satellite at the 86.4° W. L. orbital location using currently authorized earth station frequencies.

SITE ID: Mt. Jackson
LOCATION: 335 Dish Drive, Shenandoah, Quicksburg, VA
38°43'24.60 " N LAT. 78 °40'1.40 " W LONG.
ANTENNAID: VAD1 9 meters Vertex 9 meter

17790.0000 - 17800.0000 MHz IM50G2D 82.96 dBW Telecommand
17790.0000 - 17800.0000 MHz 800KG2D 80.20 dBW TT&C
17790.0000 - 17800.0000 MHz IM50F3D 82.96 dBW Ranging Tones
17310.0000 - 17790.0000 MHz 24MOG1W 86.90 dBW Compressed Digital Video and Data
17300.0000 - 17800.0000 MHz 24MOG7W 86.90 dBW Digital data and compressed video
17300.0000 - 17310.0000 MHz IM50F3D 82.96 dBW Ranging Tones
17300.0000 - 17310.0000 MHz 800KG2D 80.20 dBW TT&C
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17300.0000 - 17310.0000 MHz IM50G2D 82.96 dBW Telecommand

12690.0000 - 12700.0000 MHz IM50F3D 0.00 dBW Ranging Tones
12690.0000 - 12700.0000 MHz IM50G2D 0.00 dBW Telemetry
12690.0000 - 12700.0000 MHz 800KG2D TT&C
12210.0000 - 12690.0000 MHz 24MOGIW 0.00 dBW Compressed Digital Video and Data
12200.0000 - 12700.0000 MHz 24M0OG7W Digital data and compressed video
12200.0000 - 12210.0000 MHz IM50G2D 0.00 dBW Telemetry
12200.0000 - 12210.0000 MHz 800KG2D TT&C
12200.0000 - 12210.0000 MHz IM50F3D 0.00 dBW Ranging Tones
ANTENNAID: VAD3 9 meters Vertex 9 meter
17790.0000 - 17800.0000 MHz 800KG2D 80.20 dBW TT&C
17790.0000 - 17800.0000 MHz IM50G2D 82.96 dBW Telecommand
17790.0000 - 17800.0000 MHz IM50F3D 82.96 dBW Ranging Tones
17310.0000 - 17790.0000 MHz 24MO0G7W 86.90 dBW Digital data and compressed video
17300.0000 - 17800.0000 MHz 24M0OG7W 86.90 dBW Digital data and compressed video
17300.0000 - 17310.0000 MHz 800KG2D 80.20 dBW TT&C
17300.0000 - 17310.0000 MHz IM50G2D 82.96 dBW Telecommand
17300.0000 - 17310.0000 MHz IM50F3D 82.96 dBW Ranging Tones
12690.0000 - 12700.0000 MHz 800KG2D TT&C
12690.0000 - 12700.0000 MHz IM50G2D Telemetry
12690.0000 - 12700.0000 MHz IM50F3D Ranging Tones
12210.0000 - 12690.0000 MHz 24MOG7W Digital data and compressed video
12200.0000 - 12700.0000 MHz 24M0OG7W Digital data and compressed video
12200.0000 - 12210.0000 MHz 800KG2D TT&C
12200.0000 - 12210.0000 MHz IM50G2D Telemetry
12200.0000 - 12210.0000 MHz IM50F3D Ranging Tones
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Points of Communication:

Mt. Jackson - ECHOSTAR 12 - (86.4 W.L.)

Mt. Jackson - ECHOSTAR/DISH - ()

SES-MFS-20170626-00678 E E020248 EchoStar Operating L.L.C.

Modification
Class of Station: Fixed Earth Stations
Nature of Service: Fixed Satellite Service, Other

EchoStar Operating L.L.C. requests modification of its fixed earth station in Blackhawk, SD to provide telemetry tracking and command
(TT&C) functions to the EchoStar 12 (S2653) satellite at the 86.4° W. L. orbital location using currently authorized earth station frequencies.

SITE ID: BH
LOCATION: 10020 LIBERTY STREET, MEADE, BLACKHAWK, SD
44°11'15.30 "N LAT. 103 °20'9.70 " W LONG.
ANTENNAID: BHS 8 meters VERTEX RSI 8M KU

17790.0000 - 17800.0000 MHz IM50F2D 77.20 dBW COMMAND

17790.0000 - 17800.0000 MHz 800KF3D 77.20 dBW COMMAND

17790.0000 - 17800.0000 MHz IM50F3D 77.20 dBW COMMAND

17300.0000 - 17800.0000 MHz 24MOG1IW 77.20 dBW DIGITAL COMPRESSED VIDEO
17300.0000 - 17310.0000 MHz IM50F2D 77.20 dBW COMMAND

17300.0000 - 17310.0000 MHz 800KF3D 77.20 dBW COMMAND

17300.0000 - 17310.0000 MHz IM50F3D 77.20 dBW COMMAND

12690.0000 - 12700.0000 MHz 300KGXD TELEMETRY

12690.0000 - 12700.0000 MHz 800KF3D TELEMETRY

12200.0000 - 12700.0000 MHz 24M0OG1IW DIGITAL COMPRESSED VIDEO
12200.0000 - 12210.0000 MHz 300KGXD TELEMETRY

12200.0000 - 12210.0000 MHz 800KF3D TELEMETRY

ANTENNAID:  BHI3 13.2 meters VERTEX RSI 13.2M KU

17790.0000 - 17800.0000 MHz IM50F2D 85.10 dBW COMMAND

17790.0000 - 17800.0000 MHz 800KF3D 82.60 dBW COMMAND

17790.0000 - 17800.0000 MHz IM50F3D 85.10 dBW COMMAND
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17300.0000 - 17800.0000 MHz 24MO0GIW 85.10 dBW DIGITAL COMPRESSED VIDEO

17300.0000 - 17310.0000 MHz IM50F2D 85.10 dBW COMMAND

17300.0000 - 17310.0000 MHz 800KF3D 82.60 dBW COMMAND

17300.0000 - 17310.0000 MHz IMS50F3D 85.10 dBW COMMAND

12690.0000 - 12700.0000 MHz 300KGXD TELEMETRY

12690.0000 - 12700.0000 MHz 800KF3D TELEMETRY

12200.0000 - 12700.0000 MHz 24MOG1W DIGITAL COMPRESSED VIDEO
12200.0000 - 12210.0000 MHz 300KGXD TELEMETRY

12200.0000 - 12210.0000 MHz 800KF3D TELEMETRY

Points of Communication:

BH - ECHOSTAR 10 - (110.2 W.L.)

BH - ECHOSTAR 12 - (86.4 W.L.)

BH - ECHOSTAR 23 - (449 W.L.)

BH - ECHOSTAR 7 - (119 W.L.)

BH - ECHOSTAR/DISH - ()

SES-MOD-20170415-00385 E E140121 Intelsat License LLC
Application for Modification
Class of Station: Fixed Earth Stations

Nature of Service: Fixed Satellite Service

Intelsat License LLC requests modification of its fixed earth station in Hagerstown, MD to: (1) add the SKY-B1 (52922) satellite at the 43.15°
W.L. orbital location as a point of communication; and (2) add frequencies and new emission designators in the 12.75-13.25 and 13.75-14.0
GHz (Earth-to-space) and 11.43-12.2 GHz (space-to-Earth).

SITE ID: MTN-1
LOCATION: 17625 Technology BLVD, Washington, Hagerstown, MD
39°35"'53.10 " N LAT. 77°45'22.30" W LONG.
ANTENNA ID: K78 13.5 meters Viasat 13.5m
111198.500 - 11198.5000 MHz 500KG7D TELEMETRY
14499.5000 - 14499.5000 MHz 750KF2D 85.00 dBW COMMAND AND RANGING
14498.5000 - 14498.5000 MHz 850KF2D 85.00 dBW COMMAND AND RANGING
14497.0000 - 14497.0000 MHz 750KF2D 85.00 dBW COMMAND AND RANGING
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14494.5000 - 14494.5000 MHz

14006.0000 - 14006.0000 MHz

14003.5000 - 14003.5000 MHz

14003.0000 - 14003.0000 MHz

14001.0000 - 14001.0000 MHz

14000.5000 - 14000.5000 MHz

14000.5000 - 14000.5000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

13998.5000 - 13998.5000 MHz

13997.5000 - 13997.5000 MHz

13995.5000 - 13995.5000 MHz

13995.0000 - 13995.0000 MHz

13994.5000 - 13994.5000 MHz

13780.0000 - 14000.0000 MHz

13780.0000 - 14000.0000 MHz

13770.0000 - 13780.0000 MHz

13770.0000 - 13780.0000 MHz

13770.0000 - 13780.0000 MHz

13753.0000 - 13753.0000 MHz

13750.5000 - 13750.5000 MHz

13750.5000 - 13750.5000 MHz

750KF2D

IM00G9D

IM00G9D

750KF2D

750KF2D

850KF2D

750KF2D

62M5G7TW

36MOG7W

IMO0OG7W

34MOG7D

43K0G7D

72M0G7D

IM00G9D

750KF2D

750KF2D

850KF2D

IM00G9D

62M5G7TW

IMO0OG7W

62M5G7TW

36MOG7W

SMO0G7W

850KF2D

IM00G9D

850KF2D

85.00 dBW

85.00 dBW

85.00 dBW

85.00 dBW

85.00 dBW

85.00 dBW

85.00 dBW

85.00 dBW

85.00 dBW

73.30 dBW

88.00 dBW

59.00 dBW

88.00 dBW

85.00 dBW

85.00 dBW

85.00 dBW

85.00 dBW

85.00 dBW

85.00 dBW

73.30 dBW

81.20 dBW

78.80 dBW

68.00 dBW

85.00 dBW

85.00 dBW

85.00 dBW
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COMMAND AND RANGING

COMMAND AND RANGING

COMMAND AND RANGING

COMMAND AND RANGING

COMMAND AND RANGING

COMMAND AND RANGING

COMMAND AND RANGING

Digital Data

Digital Data

Digital Data

DIGITAL DATA

DIGITAL DATA

DIGITAL DATA

COMMAND AND RANGING

COMMAND AND RANGING

COMMAND AND RANGING

COMMAND AND RANGING

COMMAND AND RANGING

Digital Data

Digital Data

Digital Data

Digital Data

Digital Data

COMMAND AND RANGING

COMMAND AND RANGING

COMMAND AND RANGING



13750.0000 - 13770.0000 MHz

13750.0000 - 13770.0000 MHz

13750.0000 - 13770.0000 MHz

12875.0000 - 13250.0000 MHz

12875.0000 - 13250.0000 MHz

12875.0000 - 13250.0000 MHz

12200.0000 - 12500.0000 MHz

12200.0000 - 12500.0000 MHz

12198.0000 - 12200.0000 MHz

12195.0000 - 12200.0000 MHz

11950.0000 - 12200.0000 MHz

11950.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 11950.0000 MHz

11700.0000 - 11950.0000 MHz

11700.0000 - 11710.0000 MHz

11700.0000 - 11710.0000 MHz

11700.0000 - 11705.0000 MHz

11697.0000 - 11700.0000 MHz

11695.0000 - 11700.0000 MHz

11450.0000 - 11700.0000 MHz

11450.0000 - 11700.0000 MHz

11450.0000 - 11700.0000 MHz

11450.0000 - 11700.0000 MHz

11450.0000 - 11452.0000 MHz

62M5G7TW

36MOG7W

IMO0OG7W

62M5G7TW

36MOG7W

IMO0OG7W

62M5G7TW

IMO0G7W

NON

500KG7D

62M5G7TW

IMO0OG7W

43K0G7D

72M0G7D

62M5G7TW

IMO0OG7W

IM60G7D

500KG7D

NON

NON

500KG7D

IMO0OG7W

250KG7D

43K0G7D

72M0G7D

NON

85.00 dBW

85.00 dBW

73.30 dBW

76.30 dBW

73.90 dBW

58.30 dBW
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Digital Data

Digital Data

Digital Data

Digital Data

Digital Data

Digital Data

Digital Data

Digital Data

BEACON

TELEMETRY

Digital Data

Digital Data

DIGITAL DATA

DIGITAL DATA

Digital Data

Digital Data

TELEMETRY

TELEMETRY

BEACON

BEACON

TELEMETRY

Digital Data

Digital Data

DIGITAL DATA

DIGITAL DATA

BEACON



11445.0000 - 11460.0000 MHz

11200.0000 - 11450.0000 MHz

11200.0000 - 11450.0000 MHz

11199.7500 - 11199.7500 MHz

11199.2500 - 11199.2500 MHz

11198.0000 - 11198.0000 MHz

11196.7500 - 11196.7500 MHz

11196.2500 - 11196.2500 MHz

11195.5000 - 11195.5000 MHz

11194.2500 - 11194.2500 MHz

10950.0000 - 11200.0000 MHz

10950.0000 - 11200.0000 MHz

10700.0000 - 10950.0000 MHz

10700.0000 - 10950.0000 MHz

14000.0000 - 14500.0000 MHz

13750.0000 - 14000.0000 MHz

13750.0000 - 14000.0000 MHz

13750.0000 - 14000.0000 MHz

12750.0000 - 13250.0000 MHz

11450.0000 - 11700.0000 MHz

12750.0000 - 13250.0000 MHz

12750.0000 - 13250.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11450.0000 - 11700.0000 MHz

500KG7W

62M5G7TW

IMO0OG7W

500KG7D

500KG7D

500KG7D

500KG7D

500KG7D

500KG7D

500KG7D

43K0G7D

72M0G7D

62M0OG7W

IMO0OG7W

IMO0OG7W

62M5G7TW

36MOG7W

IMO0OG7W

62M5G7TW

IMO0OG7W

36MOG7W

IMO0OG7W

62M5G7TW

36MOG7W

IMO0OG7W

62M5G7TW

73.00 dBW

80.00 dBW

78.50 dBW

63.00 dBW

85.00 dBW

85.00 dBW

73.00 dBW
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TELEMETRY

Digital Data

Digital Data

TELEMETRY

TELEMETRY

TELEMETRY

TELEMETRY

TELEMETRY

TELEMETRY

TELEMETRY

DIGITAL DATA

DIGITAL DATA

Digital Data

Digital Data

Digital Data

Digital Data

Digital Data

Digital Data

Digital Data

Digital Data

Digital Data

Digital Data

Digital Data

Digital Data

Digital Data

Digital Data



11450.0000 - 11700.0000 MHz 36MOG7W Digital Data

13249.5000 - 13249.5000 MHz IMO0OG7D 86.50 dBW TT&C

11446.5000 - 11446.5000 MHz 500KG7D TT&C

14498.0000 - 14498.0000 MHz IMO0OG7D 73.00 dBW TT&C

11443.5000 - 11443.5000 MHz 500KG7D TT&C

11447.0000 - 11447.0000 MHz 500KG7D TT&C

11443.0000 - 11443.0000 MHz 500KG7D TT&C

ANTENNAID: K77 13.1 meters Vertex/RSI ST 13.1

14000.0000 - 14500.0000 MHz 62M5G7TW 85.00 dBW Digital Data
14000.0000 - 14500.0000 MHz 36MOG7W 85.00 dBW Digital Data
14000.0000 - 14500.0000 MHz IMO0OG7W 72.70 dBW Digital Data
13780.0000 - 14000.0000 MHz 62M5G7TW 85.00 dBW Digital Data
13780.0000 - 14000.0000 MHz 36MOG7W 85.00 dBW Digital Data
13780.0000 - 14000.0000 MHz IMO0OG7W 72.70 dBW Digital Data
13770.0000 - 13780.0000 MHz 62M5G7TW 81.20 dBW Digital Data
13770.0000 - 13780.0000 MHz 36MOG7W 78.80 dBW Digital Data
13770.0000 - 13780.0000 MHz SMO0G7W 68.00 dBW Digital Data
13750.0000 - 13770.0000 MHz 62M5G7TW 85.00 dBW Digital Data
13750.0000 - 13770.0000 MHz 36MOG7W 85.00 dBW Digital Data
13750.0000 - 13770.0000 MHz IMO0OG7W 72.70 dBW Digital Data
12875.0000 - 13250.0000 MHz 62M5G7TW 75.70 dBW Digital Data
12875.0000 - 13250.0000 MHz 36MOG7W 73.30 dBW Digital Data
12875.0000 - 13250.0000 MHz IMO0OG7W 57.70 dBW Digital Data
12200.0000 - 12500.0000 MHz 62M5G7TW Digital Data
12200.0000 - 12500.0000 MHz IMO0OG7W Digital Data
11950.0000 - 12200.0000 MHz 62M5G7W Digital Data
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11950.0000 - 12200.0000 MHz IMO0G7W Digital Data

11950.0000 - 12200.0000 MHz 250KG7D Digital Data
11700.0000 - 11950.0000 MHz 62MOG7W Digital Data
11700.0000 - 11950.0000 MHz IMO0G7TW Digital Data
11450.0000 - 11700.0000 MHz 250KG7D Digital Data
11450.0000 - 11700.0000 MHz IMO0G7TW Digital Data
11200.0000 - 11450.0000 MHz 62M5G7TW Digital Data
11200.0000 - 11450.0000 MHz IMO0G7W Digital Data
10700.0000 - 10950.0000 MHz 62MOG7W Digital Data
10700.0000 - 10950.0000 MHz IMO0G7TW Digital Data

Points of Communication:

MTN-1 - GALAXY 23 (S2592) - (121 W.L.)

MTN-1 - GALAXY 3C (S2381) - (95.05 W.L.)

MTN-1 - INTELSAT 11 (S2237) - (43.0 W.L.)

MTN-1 - INTELSAT 16 (S2750) - (58.10 W.L.)

MTN-1 - INTELSAT IR (S2368) - (50.1 W.L)

MTN-1 - INTELSAT 21 (S2863) - (58.0 W.L.)

MTN-1 - INTELSAT 29 (S2913) - (50.0 W.L.)

MTN-1 - INTELSAT 30 (S2887) - (95.05 W.L.)

MTN-1 - INTELSAT 31 (S2924) - (95.05 W.L.)

MTN-1 - INTELSAT 9 (S2380) - (43.1 W.L.)

MTN-1 - PERMITTED LIST - ()

MTN-1 - SKY-B1(52922) - (43.15 W.L.)

SES-MOD-20170622-00670 E E030115 Hawaii Pacific Teleport, L.P.
Application for Modification
Class of Station: Fixed Earth Stations

Nature of Service: Fixed Satellite Service

Hawaii Pacific Teleport, L.P. requests modification of its fixed earth station in Kapolei, HI to change assigned frequencies, emission designator
and points of communication for "Antenna ID 8.1" to communicate with the Intelsat 19 (S2850) satellite at the 166° W.L. orbital location in the
12.75-12.25 GHz and 14.0-14.5 GHz (Earth-to-space) and 12.25-12.7 GHz (space-to-Earth) frequency bands.
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LOCATION:

ANTENNA ID:

1

21°20'8.90 " N LAT.

ANTENNAID: 4.8K

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

11450.0000 - 11700.0000 MHz

11450.0000 - 11700.0000 MHz

11450.0000 - 11700.0000 MHz

11450.0000 - 11700.0000 MHz

11450.0000 - 11700.0000 MHz

10950.0000 - 11200.0000 MHz

10950.0000 - 11200.0000 MHz

10950.0000 - 11200.0000 MHz

10950.0000 - 11200.0000 MHz

10950.0000 - 11200.0000 MHz

4.8M

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

4.8 meters

4.8 meters

VERTEX

51K2G7D

S51K2G7TW

36MOG7D

800KF9D

36MOG7D

36MOG7W

51K2G7D

S51K2G7TW

800KF9D

36M0OG7D

36MOG7W

51K2G7D

S1K2G7TW

800KF9D

VERTEX

51K2G7D

S51K2G7TW

36MOG7W

36MOG7D

51K2G7D

S51K2G7TW

36MOG7D

91-340 FARRINGTON HIGHWAY, HONOLULU, KAPOLEI, HI

158 °5'17.80 " W LONG.

52.10 dBW

52.10 dBW

80.50 dBW

70.00 dBW

52.10 dBW

52.10 dBW

80.50 dBW

80.50 dBW
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KPK

DIGITAL DATA

DIGITAL DATA

DIGITAL DATA

TT&C

DIGITAL DATA

DIGITAL DATA

DIGITAL DATA

DIGITAL DATA

TT&C

DIGITAL DATA

DIGITAL DATA

DIGITAL DATA

DIGITAL DATA

TT&C

4.8 KPK

DIGITAL, QPSK, 3/4, 1/2 FEC.

DIGITAL, QPSK, 3/4, 1/2, FEC,
COMBINATION OF CARRIERS.

DIGITAL, QPSK, 3/4, 1/2 FEC,
COMBINATION OF CARRIERS.

DIGITAL, QPSK, 3/4, 1/2 FEC

DIGITAL, QPSK, 3/4, 1/2 FEC.

DIGITAL, QPSK, 3/4, 1/2, FEC,
COMBINATION OF CARRIERS.

DIGITAL, QPSK, 3/4, 1/2 FEC



11700.0000 - 12200.0000 MHz 36MOG7W DIGITAL, QPSK, 3/4, 1/2 FEC,

COMBINATION OF CARRIERS.
ANTENNAID:  4.5M. 4.5 meters ANDREW CORP. ESA45
14000.0000 - 14500.0000 MHz S51K2G7TW 50.60 dBW DIGITAL DATA, VARIOUS FEC 3/4,

1/2 ETC. VARIOUS MOD. QPSK, ETC.

14000.0000 - 14500.0000 MHz 36MOG7W 73.54 dBW DIGITAL DATA, VARIOUS FEC 3/4,
1/2 ETC. VARIOUS MOD. QPSK, ETC.

11450.0000 - 11700.0000 MHz S51K2G7TW DIGITAL DATA, VARIOUS FEC 3/4,
1/2 ETC. VARIOUS MOD. QPSK, ETC.

11450.0000 - 11700.0000 MHz 36MOG7W DIGITAL DATA, VARIOUS FEC 3/4,
1/2 ETC. VARIOUS MOD. QPSK, ETC.

10950.0000 - 11200.0000 MHz 51K2G7TW DIGITAL DATA, VARIOUS FEC 3/4,
1/2 ETC. VARIOUS MOD. QPSK, ETC.

10950.0000 - 11200.0000 MHz 36MOG7W DIGITAL DATA, VARIOUS FEC 3/4,
1/2 ETC. VARIOUS MOD. QPSK, ETC.

5925.0000 - 6425.0000 MHz S1K2G7TW 45.07 dBW DIGITAL DATA, VARIOUS FEC,
VARIOUS MOD., VARIOUS
INFORMATION

5925.0000 - 6425.0000 MHz 36MOG7W 73.54 dBW DIGITAL DATA, VARIOUS FEC,
VARIOUS MOD., VARIOUS
INFORMATION

3700.0000 - 4200.0000 MHz S51K2G7TW DIGITAL DATA, VARIOUS FEC,
VARIOUS MOD., VARIOUS
INFORMATION

3700.0000 - 4200.0000 MHz 36MOG7W DIGITAL DATA, VARIOUS FEC,
VARIOUS MOD., VARIOUS
INFORMATION

ANTENNA ID: 8.1 8.1 meters GD SATCOM 8.1M

14000.0000 - 14500.0000 MHz 2MO0G7W 72.60 dBW DIGITAL DATA, VARIOUS FEC,
VARIOUS MOD., VARIOUS
INFORMATION

14000.0000 - 14500.0000 MHz 36MOG7W 85.10 dBW DIGITAL DATA, VARIOUS FEC,
VARIOUS MOD., VARIOUS
INFORMATION

12250.0000 - 12700.0000 MHz 2MO0G7W DIGITAL DATA, VARIOUS FEC,
VARIOUS MOD., VARIOUS
INFORMATION

12250.0000 - 12700.0000 MHz 36MOG7W DIGITAL DATA, VARIOUS FEC,
VARIOUS MOD., VARIOUS
INFORMATION

Points of Communication:
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1 - INTELSAT 19 (S2850) - (166.0 E.L.)

For more information concerning this Notice, contact the Satellite Division at 418-0719; TTY 1-888-835-5322.
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